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(3) The approved Minimum Equip-
ment List must: 

(i) Be prepared in accordance with 
the limitations specified in paragraph 
(b) of this section. 

(ii) Provide for the operation of the 
aircraft with certain instruments and 
equipment in an inoperable condition. 

(4) Records identifying the inoperable 
instruments and equipment and the in-
formation required by (a)(3)(ii) of this 
section must be available to the pilot. 

(5) The aircraft is operated under all 
applicable conditions and limitations 
contained in the Minimum Equipment 
List and the operations specifications 
authorizing use of the Minimum Equip-
ment List. 

(b) The following instruments and 
equipment may not be included in the 
Minimum Equipment List: 

(1) Instruments and equipment that 
are either specifically or otherwise re-
quired by the airworthiness require-
ments under which the airplane is type 
certificated and which are essential for 
safe operations under all operating 
conditions. 

(2) Instruments and equipment re-
quired by an airworthiness directive to 
be in operable condition unless the air-
worthiness directive provides other-
wise. 

(3) Instruments and equipment re-
quired for specific operations by this 
part. 

(c) Notwithstanding paragraphs (b)(1) 
and (b)(3) of this section, an aircraft 
with inoperable instruments or equip-
ment may be operated under a special 
flight permit under §§ 21.197 and 21.199 
of this chapter. 

[Doc. No. 25780, 56 FR 12311, Mar. 22, 1991; 56 
FR 14920, Apr. 8, 1991, as amended by Amdt. 
135–60, 61 FR 2616, Jan. 26, 1996; Amdt. 135–91, 
68 FR 54586, Sept. 17, 2003] 

§ 135.180 Traffic Alert and Collision 
Avoidance System. 

(a) Unless otherwise authorized by 
the Administrator, after December 31, 
1995, no person may operate a turbine 
powered airplane that has a passenger 
seat configuration, excluding any pilot 
seat, of 10 to 30 seats unless it is 
equipped with an approved traffic alert 
and collision avoidance system. If a 
TCAS II system is installed, it must be 

capable of coordinating with TCAS 
units that meet TSO C–119. 

(b) The airplane flight manual re-
quired by § 135.21 of this part shall con-
tain the following information on the 
TCAS I system required by this sec-
tion: 

(1) Appropriate procedures for— 
(i) The use of the equipment; and 
(ii) Proper flightcrew action with re-

spect to the equipment operation. 
(2) An outline of all input sources 

that must be operating for the TCAS to 
function properly. 

[Doc. No. 25355, 54 FR 951, Jan. 10, 1989, as 
amended by Amdt. 135–54, 59 FR 67587, Dec. 
29, 1994] 

§ 135.181 Performance requirements: 
Aircraft operated over-the-top or in 
IFR conditions. 

(a) Except as provided in paragraphs 
(b) and (c) of this section, no person 
may— 

(1) Operate a single-engine aircraft 
carrying passengers over-the-top; or 

(2) Operate a multiengine aircraft 
carrying passengers over-the-top or in 
IFR conditions at a weight that will 
not allow it to climb, with the critical 
engine inoperative, at least 50 feet a 
minute when operating at the MEAs of 
the route to be flown or 5,000 feet MSL, 
whichever is higher. 

(b) Notwithstanding the restrictions 
in paragraph (a)(2) of this section, mul-
tiengine helicopters carrying pas-
sengers offshore may conduct such op-
erations in over-the-top or in IFR con-
ditions at a weight that will allow the 
helicopter to climb at least 50 feet per 
minute with the critical engine inoper-
ative when operating at the MEA of 
the route to be flown or 1,500 feet MSL, 
whichever is higher. 

(c) Without regard to paragraph (a) of 
this section, if the latest weather re-
ports or forecasts, or any combination 
of them, indicate that the weather 
along the planned route (including 
takeoff and landing) allows flight 
under VFR under the ceiling (if a ceil-
ing exists) and that the weather is fore-
cast to remain so until at least 1 hour 
after the estimated time of arrival at 
the destination, a person may operate 
an aircraft over-the-top. 

(d) Without regard to paragraph (a) 
of this section, a person may operate 
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